
	  

Sanosil C Water Microbiocide is a patented and EPA registered 
broad spectrum oxidizing biocide.  The chemical is a clear liquid 
that is odorless, tasteless and non-foaming.   Sanosil C is a 
uniquely stable combination of hydrogen peroxide and silver 
that controls microbial growth in industrial and commercial 
applications.   Sanosil C is an efficient and effective bactericide, 
algaecide and fungicide that also reduces biofilm. 
 
 
Composition 
 
 
Active Ingredients  
 
Hydrogen Peroxide  50.0 %   CAS # 7722-84-1 
Silver    0.05 %   CAS # 7440-22-4 
Balance    49.95%  Water 
 
 
 
Sanosil C EPA Registration Number:   84526-3 
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Application and Operating Range 
 
Sanosil C is approved for use as an oxidizing biocide for microbial control in 
recirculating water systems, air washers, pasteurizer cooling water systems, 
and pulp and paper mill systems.  Example applications include industrial 
cooling towers, commercial cooling systems, air scrubbers, and office 
building HVAC systems.   
 
Sanosil C can be utilized at operating temperatures between 32°F and 203°F 
(0°C and 95°C). A significant increase in effectiveness is achieved with 
increased working temperature.   
 
Sanosil C does not alter the pH value of treated water and can be used in 
cooling towers operating in a pH range from 2 to 9.   Its optimal antimicrobial 
effect is reached at a pH of 7. 
 
Sanosil C demonstrates strong compatibility with traditional water treatment 
program chemicals.   Sanosil C replaces the oxidizing biocide in traditional 
programs and should not be fed to cooling systems at the same time as 
sodium hypochlorite (bleach), brominated compounds, chlorine dioxide, etc.  
Please contact Sanosil or your water treatment professional for specific 
compatibility concerns. 
 
 
Sanosil C is  
- Effective in organically contaminated liquids 
- Non-toxic: not carcinogenic or mutagenic 
- Tasteless and odorless 
- Effective at killing Legionella, E. Coli and Biofilm 
- Delivers long term disinfecting action 
- Biodegradable: leaves no toxic by-products like chlorites, THM  
    (Trihalomethanes) or Haloacetic Acids (Haa5) in the environment 
- Decomposes into water, oxygen and non-toxic silver complexes  
 
	  
	  
Sanosil C Physical Properties 
 
Attributes:  Liquid, clear, water-like, tasteless, non-foaming,  

   odorless 

Density (20°C):  1.196 kg/l 10.0 lb/US gal 

Boiling Point (1 atm): 114.0 °C  237.2 °F 

Freezing Point:  -51.0 °C  -59.8 °F 

pH:   0.4 – 1.2  

Storage Life:  One (1) year at 25°C  (77 °F) 

Solubility in water: Completely soluble, safe to mix at any ratio. 
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Material Compatibility 
	  
Sanosil C will not corrode: 
 
Aluminum 99.5%, non-ferrous 
Stainless steel: US Grades: 304, 304L, 316, 316L / Intern’l: 1.4301,1.4401,1.4571 
Polypropylene (PP) 
Polyvinylchloride (PVC) 
Polyethene (PE)  
Polyvinylidene fluoride (PVDF) 
Polytetrafluoroethylene (PTFE) 
 
 
Aquatic Toxicity 
 
LC50, (168 hrs) Pimephales promelas (Fathead minnow) 15.2 mg/L  
LC50, (168 hrs) Ceriodaphnia dubia    7.07 mg/L 
LC50, (96 hrs) Mysidopsis bahia     10.7 mg/L 
LC50, (96 hrs) Menidia beryllina    134 mg/L 

 
Storage 
 
Store Sanosil C in its original UV protected container at temperatures 
between 32°F and 104°F (0°C and 40°C). Lower temperatures and protection 
from direct sunlight will improve product storage lifetime. Sanosil containers 
are vented to allow release of trace amounts of Oxygen that are produced 
over time.  Storage in a different container may produce an over pressure 
situation.  Do not return unused portions of Sanosil to the original container. 
Withdraw Sanosil C from the container by using the bottom discharge valve 
or with the aid of a suitable device (e.g. barrel pump made of PE or Flux Pump 
made of VA). The devices used should be reserved for Sanosil C only and 
should be completely contamination free before use. 
  
Sanosil C is a strong oxidizer.  In concentrated form do not allow Sanosil C 
to contact organic materials such as leather, wood, sawdust, painted surfaces, 
etc.   Please consult the Sanosil C Material Safety Data Sheet and the Sanosil C 
Storage, Handling and Safety Guideline for details.  
 
 

Handling 
 
Please refer to the Sanosil C Material Safety Data Sheet for precise 
handling instructions.  The process and use of industrial chemicals requires 
adequate technical and professional knowledge. 
 
In general, avoid eye and skin contact, wear safety goggles, gloves and 
protective clothing.   In case of eye or skin contact, wash immediately and 
thoroughly with plenty of warm water and obtain medical attention.  Observe 
all legal requirements include export regulations prevailing in your country. 
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Product Shipping Details 
	  
Sanosil C - Intermediate Bulk Container (IBC) 
 
Product Code:    SCIBC1100 
 
Intermediate Bulk Container (IBC), External reinforcement guard, white 
polyethylene, UV Protected, vented top closure, vented ball product valve 
 
Dimensions (LxWxH):   47.25" x 39.4" x 45.7"    (1200 x 1000 x 1160 mm) 
 
Product fill volume    242 US gallons      917 liters 
 
Product weight    2,425 lbs 1,100 kg 
 
Empty container weight      262 lbs     119 kg 
 
Gross weight       2687 lbs 1,219 kg 
 
Recommended maximum stack height – 2 IBC containers  
 
 
 
 
 
 
 

Product Shipping Details 
	  
Sanosil C – Drum 
 
Product Code:   SCDRM0190 
 
Drum, 55 Gallon, HDPE, Blue, Closed Head, 2” vented plug 
 
Dimensions (Diameter x H):    23.3" x 34.9"     (592  x 886 mm) 
 
Product fill volume      55 US gallons    189.3 liters 
 
Product weight       550 lbs   208.2 kg 
 
Empty container weight      23.5 lbs    10.7 kg 
 
Gross weight      573.5 lbs  218.9 kg 
 
	  


